
+ Centre outlet: Ready to install.

+ Standard Length Grates + Channels  

 (900mm/ 1000mm/ 1200mm/ 1500mm).

+ Tile Insert Drains (900mm/ 1000mm/ 1200mm).

+ Available in 65 + 100 Range.

Choose your 
design + finish

FIXED
LENGTH
LINEAR DRAINAGE

AR Ti MND PS PPS PASTRAA



FIXED LENGTH
With no assembly required, the Fixed Length 

series is available in standard lengths.  

They are fully finished stainless steel channels 

with either a stainless steel or aluminium 

grate, ready for installation.

FINISHES +  
COLOURS

BRASS GOLD

BRASS

BRONZE

COPPER

GUNMETAL GREY

BLACK

STAINLESS STEEL  
| ALUMINIUM
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DISTRIBUTORS & STOCKISTS
+ To find a distributor near you, please visit our website or call our office.

TECHNICAL INFORMATION 
+ We provide product information &  CAD files for download from our website.

Visit stormtech.com.au or scan QR code for detailed assembly and installation information.

MARINE CODE

STAINLESS

STEEL
316

Linear drainage in fixed 

lengths with centre outlet.

100TRiCO20
Standard Grate

100TiiCO30
Premium Tile Insert

Suits Tiles up to 12mm
107mm x 31mm

100TiiCO20
Standard Tile Insert

Suits Tiles up to 10mm

100MNDiCO20
Marc Newson Design

100PSiCO20
Punched Slot Design 

65ARiCO25
Premium Grate

65TRiCO25
Standard Grate

65TiiCO25
Standard Tile Insert

Suits Tiles up to 10mm

65TiiCO30
Premium Tile Insert

Suits Tiles up to 12mm
74mm x 31mm

65PSiCO25
Punched Slot Design

65MNDiCO25
Marc Newson Design

The coloured grates 
below require an extended 
lead time.
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100PPSiCO20
Punched Perpendicular 

Slot Design

100PASiCO20
Punched Angle Slot Design 

65PPSiCO25
Punched Perpendicular 

Slot Design

65PASiCO25
Punched Angle Slot Design

100ARiCO20
Premium Grate 

100AAiCO20
Wave Grate

100AAiCO20-BG
Wave Grate (Brass Gold)

100AAiCO20-Black
Wave Grate (Black)

100 RANGE - 106mm x 23mm Standard Outlet Size   Available DN size: DN80 

65 RANGE - 72mm x 27mm Standard Outlet Size   Available DN size: DN50 

SCAN ME

*Available on Wave Grate or  
 Powder coated which requires an  
 extended lead time. 

Only available for Wave Grate. 


